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ADVANCED FEATURES

 

The HIGON 12V Deep Cycle GEL Battery is a versatile battery suitable for standby and cyclic 
applications in extreme environments. It is maintenance-free and leak-proof, making it a dependable 
power source for telecommunication systems, security systems, and emergency lighting systems. This 
battery can prevent damage caused by sudden primary electricity loss. It is also suitable for RVs, boats, 
medical equipment, and lawnmowers due to its long service life and excellent cycle capacity. 
Furthermore, its high power-to-weight ratio enables it to provide maximum storage for any solar or 
wind system. HIGON GEL batteries are manufactured using the finest materials, state-of-the-art 
production techniques, and the strictest quality control procedures to provide a reliable, convenient, and 
economical rechargeable battery solution. 
 

HIGON DEEP CYCLE GEL BATTERY 12V 100AH 

• Maintenance Free

• Extended Service Life

• Long Shelf Life

• Deep Discharge Recovery



(12 VOLT 100AH)HIGON GEL100
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Performance characteristics

Note The above data are average values, and can be cbtained within 3 charge/discharge 
cycles. These are not minimum values. Cell and battery designs/specifications are subject to 
modification without notice.
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TASTE THE SUN

(12 VOLT 100AH)HIGON GEL100
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